00-03-9 Maintenance and Lubrication 00-03-9

SPECIFICATIONS (Continued)

LUBRICANT SPECIFICATIONS (Cont’d)

Reservoir)

Description Part Name Ford Part Number Ford Specification
Steering—Power (Pump Motorcraft Auto. Trans. Fluid XT-1-QF or EGAZ-19582-AA ESW-M2C33-F
Reservoir) (Type F)
Steering—Power (Pump Premium Power Steering Fluid EGAZ-19582-AA ESW-M2C33-F

Transmission

Motorcraft MERCON®
Auto. Trans. Fluid

XT-2-QDX ESR-M2C163-A2

Engine Oil Filter

Long-Life Oil Filter

F1AZ-6731-A (FL-820) ES-F1AE-6714-AB

Engine Oil

MOTORCRAFT:
5W30 Super Premium
10W30 Super Premium

X0O-5W30-QSP
XO-10W30-QSP

ESE-M2C153-E and
API Category SG

Speedometer Cable

Speedometer Cable Grease

E6TZ-19581-A ESF-M1C160-A

Engine Coolant

Premium Cooling System Fluid

E2FZ-19549-AAorB ESE-M97B44-A

Brake Master Cylinder

Heavy Duty Brake Fluid

C6AZ-19542-AA or BA ESA-M6C25-A

Disc Brake Caliper and Anchor
Plate Slides

Disc Brake Caliper Grease

D7AZ-19590-A% ESA-M1C172-A

Tire Mounting Bead (of Tire)

Tire Mounting Lube

ESA-M1B6-A

Brake Master Cylinder Push
Rod and Bushing
Brake Pedal Pivot Bushing

Motorcraft SAE 10W-30 Engine
Oil

XO-10W30-QSP ESE-M2C153-E

Front Suspension Ball Joints
Steering Linkage
Steering Arm Stops

Premium Long Life Grease

XG-1-C or XO-1-K ESA-M1C75-B

'Use ESP-M2C 154-A (XY-90-QL ) or equivalent plus
four ounces of EST-M2C 118-A (C8AZ-19B546-A)
friction modifier or equivalent for traction-lok rear
axles. Lubricate Disc Brake Caliper Locating Pins and
insulators with Silicone Dielectric Compound
D7AZ-19A331-A (ESE-M1C171-A).

2Rear axle lube quantities must be replaced every
160,000 km (100,000 miles) or if the axle has been
submerged in water. Otherwise, the lube should not be
checked or changed unless a leak is suspected or
service required.




