Description

Specification

Front Disc Brake
Pad Minimum Thickness

0.125 inch (3.175mm)

Rotor Minimum Thickness

0.974 inch (24.75mm)

Rear Disc Brake
Pad Minimum Thickness

0.22 inch (3.12mmy)

Rotor Minimum Thickness

0.44 inch (11.25mm)

Brake Pedal Free Height

7.5-8.3 inch {191-210mm)

Brake Pedal Travel

3.5 inch (76.2mm)

Description Specification
Engine Mode! 4.6L (281 CID)
Firing Order 10367¢2¢G050408
Spark Plug AGSF-32C

Drive Belt Tension 110-120 Lbs (489-533 N)

Spark Plug Torque

6.6-7.3 Lb-Ft (9-20 N'm)

Oil Pan Drain Plug Torque

8-12 Lb-Ft (1116 N'm)

Description

Specification

Fuel Tank Capacity
Standard

20 Gal. (75.7L)

Mercury Analog Gauge

18 Gal. (68.13L)

Coolant with Reservoir

14.1 Qt. (13.3L)

Engine Oil Capacity with Filter

5Qt. (4.7L)

Transmission Fluid Capacity

AOD-E 13.6 Qt. (12.9L)

Rear Differential Capacity

3.75Pt. (1.7L)® @

A/C System Refrigerant Capacity

37-39 Oz. (1.049-1.106Kg.)

Description Specification
Camber -0.50° + 0.75°
Caster TJown Car +6.0° + 0.75°/Crown Victoria/Grand Marquis +5.5° + 0.75°

Toe-In Inches i*otal)

+0.063 + 0.126 inch

Toe-In Degrees (total)

+0.125° + 0.250°

Front Wheel Turning Angle Full Turn
Inside/Outside

20.00°/18.51°

Hub and Bearing Assembly Nut Torque

189-254 Lb-Ft (255-345 N'm)




